Product sheet

Art. Nr. LF5025

2m| 785.6,13511x

3m| 349.2,600.41x T 449.39cm

om [ 38.80,66.711x | — ) 1343.97cn

10m [ 31.43,54.041x | 1499.97cm

100W

12000Lm

5000K — neutral white

IKO8

AC180 - 305V

Angle of light 70 x 105°

E

Recommended ambient temperature -25° to +50° C
HQ aluminium-matt anticorossive coating
Type of diffusor - ABS-PC

IKO8

Dimension 294 x 194 x 64 mm

Weight netto - 2688g

50 000h

Warranty 5 years

Non-dimmable

Packing 1/10

https://nedes.eu/led-floodlight-profi-extra-100w/5000k/bk-1f5025/p-304
www.nhedes.eu



http://www.nedes.eu/

Produktovy list

Art. Nr. LF5025

3m| 349.2,600.41x i T 449.39cm |
4m| 196.4,337.71x [ =\ 599.99cm

sm| 125.7,216.11x \ 749.99¢em

om | 38.80,66.711x | ——) 1349.97em

10m [ 31.43,54.041x | 1499.97cm

100W

12000Lm

5000K — neutralna biela

IKO8

AC180 - 305V

Uhol svetla 70 x 105°

E

Doporucena teplota okolia -25° a7 +50° C
HQ aluminium — matny antikordzny ndastrek
Typ difuzora - ABS-PC

IKO8

Rozmer 294 x 194 x 64 mm

Hmotnost netto — 2688g

50 000h

Zaruka 5 rokov

Nestmievatelné

Balenie 1/10

https://nedes.sk/led-reflektor-profi-extra-100w/5000k/bk-1f5025/p304
www.nedes.sk



https://nedes.sk/led-reflektor-profi-extra-100w/5000k/bk-lf5025/p304
http://www.nedes.sk/

Produktovy list

Art. Nr. LF5025

2m| 785.6,13511x

3m| 349.2,600.41x 449.39cm

om [ 38.80,66.711x | — ) 1343.97cn

10m [ 31.43,54.041x - | 1499.97cm

100W

12000Lm

5000K — neutralni bild

IKO8

AC180 - 305V

Uhel svétla 70 x 105°

E

Doporucena teplota okoli -25° az +50° C
HQ aluminium — matny antikordzni nastrik
Typ difuzoru - ABS-PC

IKO8

Rozmér 294 x 194 x 64 mm

Hmotnost netto — 2688g

50 000h

Zaruka 5 let

Nestmivatelné

Baleni 1/10

https://nedes.cz/led-reflektor-profi-extra-100w/5000k/bk-1f5025/p-304
www.nhedes.cz



https://nedes.cz/led-reflektor-profi-extra-100w/5000k/bk-lf5025/p-304
http://www.nedes.cz/

Termék adatlap

Art. Nr. LF5025

2m| 785.6,13511x

3m| 349.2,600.41x 449.39cm

om [ 38.80,66.711x | — ) 1343.97cn

10m [ 31.43,54.041x - | 1499.97cm

100W

12000Lm

5000K — természetes fehér

IKO8

AC180 - 305V

Sugarzasi sz6g 70 x 105°

E

Doporucena teplota okolia -25° és +50° C
HQ aluminium-matt antikorrdziés bevonat
Bura tipusa - ABS-PC

IKO8

Méret 294 x 194 x 64 mm

Nettd tomeg — 2688g

50 000h

5 év garancia

Dimmelhet6 - nem

Csomagolas 1/10

https://nedes.hu/led-reflektor-profi-extra-100w/5000k/bk-1f5025/p-304
www.nedes.hu



https://nedes.hu/led-reflektor-profi-extra-100w/5000k/bk-lf5025/p-304

Produktblatt

Art. Nr. LF5025

2m| 785.6,13511x

3m| 349.2,600.41x T 449.39cm

om [ 38.80,66.711x | — ) 1343.97cn

10m [ 31.43,54.041x | 1499.97cm

100W

12000Lm

5000K — Neutralweil

IKO8

AC180 - 305V

Lichtwinkel 70 x 105°

E

Empfohlene Umgebungstemperatur -25° bis +50° C
HQ aluminiummattes Korrosionsschutzspray
Diffusortyp - ABS-PC

IKO8

Dimension 294 x 194 x 64 mm

Nettogewicht — 2688g

50 000St

Garantiezeit 5 Jahre

Nicht dimmbar

Verpackung 1/10

https://nedes.at/led-fluter-profi-extra-100w/5000k/bk-1f5025/p-304
www.nedes.at




